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 To Order
 Range  Type Model no.  CoMpaTiBle MeTeRS*
 -1 to 0 psiv -0.07 to 0 bar Vacuum pX141-001d5V  DP41-E, DP25B-E, DP24-E
 -5 to 0 psiv -0.03 to 0 bar Vacuum pX141-005V5V  DP41-E, DP25B-E, DP24-E
 -15 to 0 psiv -1 to 0 bar Vacuum pX141-015V5V  DP41-E, DP25B-E, DP24-E
 0 to 15 psia 0 to 1.0 bar Absolute pX142-015a5V  DP41-E, DP25B-E, DP24-E 
 0 to 30 psia 0 to 2.1 bar Absolute pX142-030a5V  DP41-E, DP25B-E, DP24-E
 0 to 1 psid 0 to 0.069 bar Differential pX142-001d5V  DP41-E, DP25B-E, DP24-E
 0 to 2 psid 0 to 0.14 bar Differential pX142-002d5V  DP41-E, DP25B-E, DP24-E 
 0 to 5 psid 0 to 0.34 bar Differential pX142-005d5V  DP41-E, DP25B-E, DP24-E
 0 to 15 psid 1.0 bar Differential pX142-015d5V  DP41-E, DP25B-E, DP24-E 
 0 to 30 psid 0 to 2.1 bar Differential pX142-030d5V  DP41-E, DP25B-E, DP24-E 
 ±1 psid ±0.069 bar Differential pX143-01Bd5V  DP41-E, DP25B-E, DP24-E
 ±2.5 psid ±0.17 bar Differential pX143-2.5Bd5V  DP41-E, DP25B-E, DP24-E
 ±5 psid ±0.34 bar Differential pX143-05Bd5V  DP41-E, DP25B-E, DP24-E
 ±15 psid ±1.0 bar Differential pX143-15Bd5V  DP41-E, DP25B-E, DP24-E

low-cost transducers for vacuum/ 
abs0lute/differential/measurements
for measurement of clean gases

U	Silicon diaphragm
U High-level output:  

1 to 6 Vdc @ 8 Vdc 
excitation

U pressure, Vacuum, 
differential, and  
absolute Types 

U printed Circuit Board 
Terminals exit on 
opposite Side from  
the ports

U High-impact plastic Case
U accurate
U	all Models Temperature 

Compensated

±1.0 to 0-30 psi
±0.07 to 0-2 bar

1.5 (0.06) DIA

3.5 (0.14) DIA
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pX142-015d5V,   
shown actual size.

visit omega for connector cX136-3

Comes complete with operator’s manual.
* Visit us online for compatible meters.
Ordering Examples: PX142-015D5V, 0 to 15 psi differential pressure. 
PX141-005V5V, -5 psi to 0 vacuum range.

operable overpressure: 3x range  
except (60 psi for 30 psi range,  
20 psi for 5 psi)
Response Time: 1 ms
Media CoMpaTiBiliTy  
absolute and p1: Dry gases only 
p2: Limited only to those media that will 
not attack polyester, silicon, borosilicate 
glass or epoxy adhesive
Compensated Temperature Range:  
-18 to 63°C (0 to 145°F)

SpeCiFiCaTionS
excitation: 8 Vdc regulated 
(7 to 16 limits) @ 8 mA
output: 1 to 6 Vdc (±2.5 Vdc PX143)
linearity: ±0.75% FS BFSL  
(±1.5% FS PX143)
Hysteresis: 0.15% FS  
(0.30% FS ≤5 psi range)
Zero Balance: 1.0 Vdc ±0.05 
(3.50 Vdc ±0.05 PX143)

 Model no.  deSCRipTion
 CX136-3   Mating connector for PX140 series 

transducers

aCCeSSoRy

dimensions: mm (inch)

PX140 series


